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Method Requirements 

ISO 2409 Cross Cut

ISO 4624 method B Pull Off (MPa) ≥

ISO 4628-2 Blistering 0 (S0) 

ISO 4628-3 Rusting Ri 0 

ISO 4628-4 Cracking 0 (S0) 

ISO 4628-5 Flaking 0 (S0) 

Corrosion from scribe (mm) ≤ 3,0 mm 



Test panel 11 : 

Average DFT HDG (µm) 147 

Average DFT ZINGA (µm) 113 

Total DFT (µm) 255 258 272 

240 265 274 

248 271 258 

Total Average (µm) 260 

Test panel 12 : 

Average DFT HDG (µm) 131 

Average DFT ZINGA (µm) 146 

Total DFT (µm) 261 297 287 

283 298 279 

277 270 240 

Total Average (µm) 277 

Test panel 14 : 

Average DFT HDG (µm) 121 

Average DFT ZINGA (µm) 154 

Total DFT (µm) 250 294 272 

275 288 288 

259 266 280 

Total Average (µm) 275 

Test panel 15 : 

Average DFT HDG (µm) 132 

Average DFT ZINGA (µm) 143 

Total DFT (µm) 234 275 287 

283 279 294 

264 285 278 

Total Average (µm) 275 



0 hours 

System 
Total DFT 

(µm) 
Observations 

Test panel 11 HDG + ZINGA 260 2 mm scribe was applied 

Test panel 12 HDG + ZINGA 277 2 mm scribe was applied 

Test panel 14 HDG + ZINGA 275 2 mm scribe was applied 

Test panel 15 HDG + ZINGA 275 No scribe is applied 

2688 hours 

System 
Total DFT 

(µm) 
Observations 

Test panel 11 HDG + ZINGA 260 No observations 

Test panel 12 HDG + ZINGA 277 No observations 

Test panel 14 HDG + ZINGA 275 No observations 

Test panel 15 HDG + ZINGA 275 No observations 



4200 hours 

System 
Total DFT 

(µm) 
Observations 

Test panel 11 HDG + ZINGA 260 No observations 

Test panel 12 HDG + ZINGA 277 No observations 

Test panel 14 HDG + ZINGA 275 No observations 

Test panel 15 HDG + ZINGA 275 No observations 

7200 hours 

System 
Total DFT 

(µm) 
Observations 

Test panel 11 HDG + ZINGA 260 No observations 

Test panel 12 HDG + ZINGA 277 No observations 

Test panel 14 HDG + ZINGA 275 No observations 

Test panel 15 HDG + ZINGA 275 No observations 




